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Material
1.Contact Material:Phosphorus bronze,lead—free.
2.Standard Plating:Nickel 52~88u” Tin 40~120u”.
S3.Burr £0.02mm
4.Operating Temperature:—40°C to +130°C
| 5.Insulation:UL1007 /1430 AWG  #24~26 21.4 to
Contact Packing: 1.6mm; UL1061 AWG #24~26 ©0.98~1.2mm
‘ 6.All materials must comply with GREENCONN
Tape Reel SPEC:?560x220x32mm ! hazardous substance control standard.
QTY:15000PCS /R ‘
|
- - ]
2RD.ANG GENERAL TOLERANCE ‘ DWG. NO. TITLE.
GI’.OIIGIIIIIIP PROJ. X +3.0° X.£0.30 PES) DATE: ARZ1E2-T1-R
Website:www.greenconn.com X £2.00 X£0.25 CHECKED: @2
E-—mail:sales@greenconn.com @ ‘E‘ XX +£1.0° XX£0.20 PART NO. SOCKET CONTACT
RE\/.A ‘ UN\T.mm ‘ SCALE. _ PAGE.W/1 0.5 XXT0.15 APP D: DATE: ARZ1E2—01R2AB—R
w | 2 | 3 4 5 | 6 7 8 9




