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Wire quide Current Rating:1.1Amp
i Insulation Resistance:10000MOMin.
D REF. P Dielectric Withstanding Voltage:500VAC
[ 4.20 Contact Resistance:10mQMax.
Operating Temperature:—55°C to +125°C
f JL_”L Materials
X Y Contact Material:Phosphor Bronze
@ @ @ @ @ @ ] A Insulator Material:High Temperature
r @ F—— Thermoplastic, UL 94V—0 LCP or
= = = = = = A S the equivalent material
XXB e N All materials must meet GREENCONN
- - hazardous substances control standards.
| "$”:Critical Characteristics.
indicates product characteristics,
. . functionalities,and manufacturing processes
wire guide losse . ) e
n| O regarding to customer's specifications
o © C+0.20@ a1 mounted (state at "A"Sofety Feat
M| — time of supply) % :Safety Features - L
indicates product characteristics, functionalities,
| and manufacturing processes complying to
r legal regulations stated by local government
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! - Dimension Information
A B [ D
Ordering Information 20 L 08 8 | o | e
2x10 11.43 | 13.45 | 1445 | 19.79
C QEA217 — XX XX A 002 C 1 S X s 500 1100 160
| | | T | a) 16 | 19.05 | 21.07 2741
No. of Pins per Row Standard Plating Color Standard Packing 220 | 2413 | 26.15 32.49
06,10,13,16,20,25, 77=15u" gold plating on  1=Black B=Tray 225 | 3048 | 32.50 38.84
34,40 contact area, matte tin PR e gy pE—
. 2x34 | 4191 | 43.93 50.27
plating on solder area " R R -
2x40 | 49.53 | 51.55 57.89
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