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Specifications
L+0.30 Current Rating:1.0Amp
Insulation Resistance: 1000M(OMin.
M£0.20 . Dielectric Withstanding Voltage:300VAC
0 Contact Resistance:20mQOMax.
1.00£0.10 . . . .
AT THE BOTTOM o\ Operating Temperature:—55°C to +125C
Max Process Temp:230°C for 30~60 sec.
o D0 o) A D) D) D) i De¢ i) i) i e e {5 — - Materials
used above J3pins o7 e O i) O i O o7 i) O (i) O D i | Contact Material:Copper alloy
acetate tape Insulator Material:High Temperature
©3.00X0.15 N\ | Thermoplastic, UL 94V-0 LCP
= N or the equivo\emt material No. of Dimension Intormation
g All materials must meet Greenconn P‘NOEOW 2 =
H requirement for environment protection. 03 2.00 3.50
@) 04 3.00 4.50
O 05 4.00 550
(Dim.D) - (Dim.E) Dim.D | Dim E NOTE * o .
‘ "f’ 3.00mm [3.85mm| 03 Pin 08 7.00 8.50
: — 4.20mm |3.40mm|  04~40Pin 09 8.00 9.50
,%’ ‘ o ‘ &8 10 9.00 10.50
g | . ; = 11 10.00 11.50
17 i N \ — 12 11.00 12.50
\ 13 12.00 13.50
‘ 4 13.00 14.50
\ 15 14.00 15.50
| 16 15.00 16.50
L 1 17 16.00 17.50
18 17.00 18.50
19 18.00 19.50
0.50X0.10 1.58+0.15 9 20 19.00 20.50
AT THE BOTTOM p 21 20.00 21.50
v Recommended P.C.Board 22 21.00 22.50
o L J[ 23 22.00 23.50
ayou 24 23.00 24.50
(Tolerance:+0.05) 25 24.00 25.50
26 25.00 26.50
CSCA211 X XX A XXX C 1 A X 00 B [rimu [ aw
T I . 28 27.00 28.50
' — [ \ I C;Er —;\ - 29 28.00 29.50
?ES%}:P(EOCJ‘COUOHS Water code Positioning column information 1=Black iiCBk(‘)zg code {{} {{}{{} {{}77 3;? 52-88 ;?28
A=No locating post 2=White »0.50 : :
2=Dual row B=Round post . C=Tube 32 31.00 32.50
3=Tripe row C=Sauare post Pin length 3=Yellow D=Tape&Reel wﬁ}é}if 33 32.00 3350
4=Quadruple | 9 P See the drawing E=Beige E=Cap+Tube 34 33.00 34.50
E‘ff‘?_g code Contact Material ~ F=Cap+Tape&Reel 35 34.00 35.50
No. of Pins per Row =n " A=Phosphor Bronze G=Acetate Tape+Tube 36 35.00 36.50
02=Gold Flash Insulator Material B=B _ 37 36.00 37.50
02~40 22=Matte Tin R=Nylon(Halogen Free) ross H=Acetate Tape+Tape&Reel 38 37.00 38.50
Cc=LCP 39 38.00 39.50
40 39.00 40.50
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