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L+0.30 Specifications
Current Rating:1.0Amp
M£0.25 Insulation Resistance:1000MOMin.
1.2740.10 Dielectric Withstanding Voltage:300VAC
AT THE BOTTOM Contact Resistance:20mQOMax.
b~ B Operating Temperature:—40°C to +105C
a e e ey e e e P e P e e e e e e e e Materials
e Contact Material:Phosphor Bronze
R  mT ST Insulator Material:High Temperature
e e e e e e e e Thermoplastic, UL 94V—0 LCP
or the equivalent material
520 All materials must meet GREENCONN
hazardous substances control standards.
?
No. of Dimension Information
T PIN/ROW M L
! (@) 02 1.27 2.54
‘ 0 03 254 381
00 04 3.81 5.08
! 05 5.08 6.35
L 06 6.35 7.62
| Q7 7.62 8.89
4] 08 8.89 10.16
HrTH o e el Hr - = - il il 09 10.16 11.43
10 11.43 12.70
11 12.70 13.97
L 12 13.97 15.24
= — 13 15.24 16.51
2.94+0.15 To) 4 16.51 17.78
PIN 0.42x0.40 AT THE BOTTOM N 5 778 905
o 16 19.05 20.32
5‘ Recommended P.C.Board g 5?2; i;gz
Layout E 22.86 24.13
. 20 24.13 25.40
‘ ‘ (Tolerance:£0.05) = e e
Ordering \mformat\om 2 | & | ores
30 .65 1.27 23 27.94 29.21
C SEA217 — XX XX XXX 24 29.21 30.48
Séa {{}@ {)f}@@ 25 30.48 31.75
e oo MO Water code ;osmﬂ“ﬂgccog“umﬂ;ﬂ informaton ?o‘é\(ock Packing code 5 50 Se2s
P 2=White 28 34.29 35.56
3:T:se row No. of Pins per Row E ggagfe P;sstt Pin length 3=Yellow D—TopedReel Db HHSH {B 29 35.56 36.83
4=Quadruple 02~35 Plating code See the drawing E=Beige G=Acetate Tape+Tube 30 36.83 38.10
01=Tin Contact Material H=Acetate Tape+Tape&Reel 31 38.10 39.37
02=Gold Flash Insulator Material ~ A/S/K/T=Phosphor Bronze 2 39.37 40.64
05=Cold Flash/Tin C=LcP 33 40.64 41.91
22=Matte Tin R=Nylon(Halogen Free) 34 41.91 43.18
35 43.18 44.45
G 3RD.ANG GENERAL TOLERANCE DESIE OATE: DWG. NO. TITLE.
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