w | 2 | 3 | 4 | 5 6 7 8 9
o
<
[Q\}
Specifications
‘@ e === = === = = @‘ Current Rating:2.0Amp
Insulation Resistance:1000MQMin.
Dielectric Withstanding Voltage:500VAC
0.38REF Contact Resistance:20mQMax.
} ) Operating Temperature:—40°'C to +105°C
Pz [ Materials
I Contact Material:Phosphor Bronze
0 Insulator Material:
b’ E Nylon(High temperature resistance),
j E % LCP(High temperature resistance),
= —7 UL 94v-0
_ R All materials must meet Greenconn
hazardous substances control standards.
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Z:D‘Sg\ er(!v(\j/w A=No locating post 2=White C:Tjge 27 52.00 54.30
B;Tripe row B=Round post Pin length 3=Yellow D;Tope&Ree\ ig Zggg zgég
4=Quadruple .C:Squore post See the drawing E=Beige G=Acetate Tape+Tube 30 58,00 60.30
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No. of Pins per Row go—Gold Flash Insulator Material A=Phosphor Bronze ;j Zg‘gg 2:?3
02~40 05=Gold Flash/Tin R=Nylon(Halogen Free) 35 68.00 70.30
22=Matte Tin C=LCP 36 70.00 72.30
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