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Specifications
Current Rating:3Amp
Insulation Resistance:1000MQOMin.
Dielectric Withstanding Voltage:600VAC
PIN 0.50X0.25 Contact Resistance:20mQOMax.
Operating Temperature:—40°C to +105°C(PBT)
—55°C to +125°C(LCP,NYLON)
8 Materials
0 Contact Material:Copper alloy
High Temperture Thermoplastic: Suitable for Reflow
Soldering Process UL 94V—0(LCP,NylonHTN)
Regular Thermoplastic: Only Suitable for Wave
Soldering Process (PBT).
All materials must meet Greenconn
requirement for environment protection.
D Information
PIN/ROW M L N
03 5.08 8.12 2.54
04 7.62 10.66 5.08
o 05 1016 13.20 7.62
0 S 06 12.70 15.74 10.16
T g g 07 15.24 1828 12.70
: 08 17.78 20.82 15.24
o i 0 § Recommended P.C.Board 09 20.32 23.36 17.78
i e e i —(oTE Layout » 232 238 1178
2-1.00 [=]0.15] (Tolerance:+0.05) 1 25.40 28.44 22.86
- 12 27.94 30.98 25.40
N=+0.20 | 2.54 30.48 3352 7.94
29 0 G _ 4 33.02 36.06 0.48
35.56 38.60 3.02
é é é 38.10 41.14 35.56
- 7 40.64 43.68 38.10
$1.20 {%} g z B 43. 46.22 40.64
o\ A A 7 9 45.72 48.76 43.18
219 9 0 48.26 51.30 45.72
127 a4 b u ||—1 o 21 50.80 53.84 48.26
. . . . 2 53,34 56.38 50.80
Ordering Information = O
4 58.42 61.4€ 55.88
CSHC245 - XX XX o T
I T 27 66.04 69.08 63.50
: . 28 66.58 71.62 66.04

Plastic specifications Positioning co\umn information $S‘§\(ock Pockmg code % 12 TR €558

1=Single row A=No locating post 5=Natural e ceel 0 | 7366 76.70 71.12

2=Dual row B=Round post Bin lenath apedRee 3 76.20 79.24 73.66

3=Tripe row C=Square post oI G=Acetate Tape+Tube 2 | 7874 81.78 76.20

4=Quadruple Plating code See the drawing H=Acetate Tape+Tape&Reel 33 81.28 84.32 78.74

‘o, of P Foy O1=Tin C;W/m/ct Material 34 83.82 86.86 81.28
0. of ¥ins per RoW 5 _= 14 Flash Insulator Material A/S/K/T=Phosphor Bronze 35 86.36 89.40 83.82
03~36 05=Gold Flash/Tin R=Nylon(Halogen Free) B/Z/H/W=Brass gs 3?32 gli; g:gg
22=Matte Tin c=LcP 38 93.98 97.02 o1.44
A=PBT (Halogen) 39 96.52 99.56 93.98
40 99.06 102.10 96.52
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