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s Specifications
S Current Rating:0.8Amp
e o il — Insulation Resistance:100M() Min.
Dielectric Withstanding Voltage:500VAC
2.90£0.50 PIN 0.30 5Q Contact Resistance:20m () Max.
1.00£0.10 Operating Temperature:—40°C to +105°C
Q AT THE BOTTOM Endure Weld Heat:260C+5C
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I A A IL T o Contact Material:Brass
RN |i| I < Insulator Material:High Temperature
IR ~ Thermoplastic, UL 94V—0 Nylon or the
N N 5 equivalent material
~ All materials must meet Greenconn
oo o hazardous substances control standards.
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Plastic specifications Water code Positioning co\umn information 1=Black Pg‘ckmg code +
L AR locating post 2=White A=Box =
3=Tripe row oo Sgigre p;(;sst Pin \ength_ Eiée\.\ow gz%b:&Ree‘ o R 7 7 77
4=Quadruple No. of Pins per Row Plat d See the drawing eige =] p S
' 02~ 40 mu:\%% code Contact Material E:gapip}be&R | -
02=Gold Flash Insulator Material A=Phosphor Bronze "~ vOPTIOPEREE VA tA I/ A d_ 1
05=Gold Flash/ Tin C=LCP
22=Matte Tin R=Nylon(Halogen Free)
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