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Material:
Platic: PC+ 30%GF,UL94V—2,Transparent.
Plug terminal: Gold plated wire, T=0.25mm
0.6u” gold plating on contact area.

Shell: C2680R—H,T=0.20mm,20~50u” MIN Nickel plated on all area.
Machanical:
Durability: 750 cycles Min,12.5mm /minute.
3.25 | Insetion force: 2.2Kg.F Max.

ﬁ 2.04 Retention strength: /7.7Kg.F between jack and plug.

6.10

5.89

Operating temperature: =40" ~ +85°C
Storage temperature: —40°C~+85°C.
Electrical:

riﬁ‘?nw y Voltage: 125 Volts AC.

2.77

Current rating: 1.5AMP
Dielectric strength: 1000 VAC RMS 50Hz or 60Hz,TMIN.
Insulation Resistance: 500 Mega ohms minimum initial

8.20

e after 500V DC for 1 minute.
9.60 Low Level Contact Resistance:Single Terminal 30 milliohms maximum
initial 50 milliohms maximum after durability test.
22.85 All' materials must meet GREENCONN hazardous substances control
standards.
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Ordering Information

G TZB10T — 06 XX A 001 M X Z X
J 1 T

Standard Plating Color Standard Packing
02=GCold Flash 1=Black N=PE Bag
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