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Specifications
ﬁ Current Rating:2A AC DC
Voltage Ratiing250V AC DC
o Insulation Resistance:1000MQ Min.
M 9 Dielectric Withstanding Voltage:800V AC/minute
o © S Contact Resistance:20mQ Max.
M é H Operating Temperature:—25'C to +85C
i 0 S Materials
o 00 ~ Contact Material: Brass
M Insulator Material:PA66,UL 94V-0
M All materials must meet Greenconn
hazardous substances control standards.
Mating With:
Terminal:GRF175-T1
| KINK B KINK A Housing:GWF281—HA
0.50+0.05
Noof Dimensions(mm) No.of Dimensions(mm)
ML10£0.25 Pin/Row M L Pin/Row M L
ML20£0.35 With K to Ch the + (A 0 B) 02 2.00 7.70 12 22.00 26.30
| (0] oose e e r N
M<50£0.55 P 03 4.00 9.70 13 24.00 28.30
2.00£0.15 PIN No 1 o1 3] 4|5 6 |N_2lnoq| N[04 | 800 | 1030 | 14 | 2600 | 30.30
Eﬁ/‘?;ow TYPE 05 | 8.00 1230 | 15 | 28.00 | 32.30
Q 06 PIN Over A B - - - B A - 06 10.00 14.30 16 30.00 34.30
S 06 PIN - | A| B B| A| - 07 |12.00 | 16.30 | 17 | 32.00 36.30
A DZO B = = = (=G 05 PIN AlB| -] B|A 08 | 14.00 | 1830 | 18 | 3400 | 3830
;2- J—y—tg Qh—ﬂ; 04 PIN A | B B | A 09 | 16.00 20.30 | 19 | 36.00 40.30
! 03 PIN Al B | A 10 | 18.00 | 22.30 | 20 [ 38.00 42.30
riiiiiiiiﬁ 02 PIN Al B 11 | 20.00 [ 24.30
{{%@@{% Ordering Information
Lji - J G WFA118 — XX XX A 800 E X B X
. / 2.00 Q)OSOtgg)g No. of Pins per Row Standard Plating Color Standard Packing
Conn.line M . 02P Shape 03P Shape 02~20 01=Tin E=Beige N=PE Bag
Selective Plating Selective Packing
R ded P.C.B L t 02=Gold Flash C=Tube
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