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NOTES:

CURRENT RATING:2A AC/DC.
VOLTAGE RATING:125V AC/DC
TEMPERATURE RANGE:=40°C~+105°C.

CONTACT RESISTANCE:20m) Max.

INSULAION RESSTANCE:1000MQ Min.
WITHSTANDING VOLTAGE: 800V AC/MINUTE.
MATERIAL:PAGG  UL94V—0.

No.of DIMENSION
Pin/Raw M C
02 2.00 |6.00
4.65
‘ L +0.30 ‘ r——‘ 03 | 4.00 [8.00
| | 04 6.00 | 10.00
L0
&\ 05 8.00 | 12.00
g i 06 10.00{ 14.00
O 8 07 12.00| 16.00
o 08 14.00| 18.00
N FP=" 09 | 16.00] 20.00
3 50+0.25 ‘ ‘O 10 18.00| 22.00
! S\ 1 20.00| 24.00
9 12| 22.00] 26.00
E 13 24.00| 28.00
o 14 26.00| 30.00
|:| 15 28.00| 32.00
Ordering Information
G WFB1235 — XX XX A 002 E X X
2~3PINF & ‘ ‘ ‘ I
No. of Pins per Row Standard Plating Color Standard Packing
02~15 01=Tin 1=Black N=PE Bag
Selective Plating 2=White Selective Packing
02=Gold Flash D=Tape&Reel
22=Matte Tin
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NOTES:
CURRENT RATING:2A AC/DC.
VOLTAGE RATING:125V AC/DC
TEMPERATURE RANGE:—40°C~+105°C.
CONTACT RESISTANCE:20MQ Max.
INSULAION RESSTANCE:1000MQ Min.
WITHSTANDING VOLTAGE: 800V AC/MINUTE.
MATERIAL:PABG.ULI4V—-0.
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PART NO. - DIME[I?ION -
2.00 6.10
L1+0.25 535402 02P 4.90
03P 4.00 | 6.90 | 8.10
04pP 6.00 | 8.90 |10.10
05P 8.00 | 10.90|12.10
M£0.2 06P 10.00| 12.90 | 14.10
y - o7P 12.00| 14.90|16.10
2.0040.15 Ordering Information —
08P 14.00| 16.90]18.10
GHF551 - XX A X 09P 16.00| 18.90| 20.10
10P 18.00| 20.90| 22.10
H H H D D H D D H H ’——r —L‘ 11pP 20.00 22.90| 24.10
No.of Pins/Row Material/Color 12pP 22.00| 24.90| 26.10
— — - - 13P 24.00| 26.90] 28.10
02~15 P1=Nylon 66 /White : : :
14p 26.00| 28.90| 30.10
15pP 28.00 30.90| 32.10
N IN 3 GENERAL TOLERANCE oF oATE DWG. NO. —
Greenconn. Cfrp%rftio—l]z T o T | |
AV —— ‘ ' PART NO. 2.0mm pitch housing
REV. |UNIT. SCALE. PAGE. & XX+2.0 XX£0.25 GHF551—XX AX
A mm 111 1/1 =3 e 1.0 XXX£0.10 AUD DATE:
w | 2 | 3 4 5 | 6 7 8 9




1 2 3 4 5 / 3 9
0.20£0.05 1.50+0.15
Is) LT 1
: ; ;
+1
ip]
@ 1
i 7 ]:'7@
S =
pa c-C F
(@] [O)) o
J ) o <«
o ] ™ o
+I =)
3 .
T "
- +
\ [—— 1Eor0en —1,25+0.25
c c
QA i\ /
0.35
! o
o B-B U
A—A S il
S <
= =
Ordering Information
GRF137 - 01 X XX
Standard Plating Materials
01=Tin AB=Phosphor bronze
Wire range [insulation 0.D.] Materials Finish Qty/re
AWG#26—28 |1.4mm(max) | Phosphor Bronze| Tin—plated 10000
~ IN 3 CENERAL TOLERANCE 0F OATE: DWG. NO. TITLE.
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