NOTES:
CURRENT RATING:3A AC/DC.
VOLTAGE RATING:250V AC/DC
TEMPERATURE RANGE:-40°C~+105°C.
CONTACT RESISTANCE:30mQ2 Mox.
INSULAION RESSTANCE:1000MQ Min.
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WITHSTANDING VOLTAGE:

MATERIAL:IPA46.

G WFB212 —
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1000V AC/MINUTE.

No.of
Pin/Row

Dimensions

M

L

04

6.00

10.00

05

8.00

12.00

06

10.00

14.00

07

12.00]

16.00

08

14.00

18.00

09

16.00

20.00

10

18.00

22.00

I

20.00

24.00

12

22.00

26.00

13

24.00

28.00

14

26.00

30.00

15

28.00

32.00

16

30.00

34.00

17

32.00

36.00

18

34.00

38.00

19

36.00

40.00

20

38.00

42.00

21

40.00

44.00

22

42.00]

46.00

Ordering Information
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No. of Pins per Row Standard Plating Color Standard Packing
04~22 01=Tin ;:\E/;v‘k?'fk N=PE Bag
i i =White i i
Recommended P.C.B Layout(Top Side) Sz;igjdp‘;zgﬁ Seée:CTtvaee Packing
P.C.B Thickness = 1.60mm 22=Matte Tin
(Tolerance==£0.05)
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goP Specifications:
o M Current rating:3A AC/DC.
5 Z‘OOiOWO Voltage rating:250vV AC/DC
iy PITCH L, Temperature range:—40°C~+105°C.
s L i L Contact resistance:30mQ Max.
o - T - Insulation resistance:1000MQ Min.
. P i 1 B . Withstanding voltage: 1000V AC/minute.
: A3 | Material:PA66.UL94V-0.
gor = T
7 Dimensions
g1P i IV S
02 | 200 [460 | 560
K 03 | 400 [660 | 7.60
04 | 600 [860 | 9.60
05 | 800 [1060 | 1160
5.60 06 | 10.00 | 1260 | 13.60
; 7 07 | 1200 [14.60 | 1560
08 | 14.00 [16.60 | 17.60
o ) 09 | 1600|1860 | 19.60
= i)
AN ~ © 10 | 18.00 | 20.60 | 21.60
‘)) 11 | 20.00 |22.60 | 23.60
| ) 12 [22.00 2460 25.60
i 13 [24.00]26.60] 27.60
14 [26.0028.60 | 29.60
15 | 28.00|30.60 | 31.60
16 | 30.00 |32.60 | 33.60
CAV NO. 17 [3200[34.60( 3560
A 18 [34.00(36.60| 37.60
| I/Ij/ , 19 [36.00]38.60( 39.60
SRS —— e — E 20 [38.00(4060] 4160
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! L ‘ No.of Pin/Row Material/Color
02 ~ 20 M=Nylon66/White
M1=Nylon66/Black
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1.35+0.15
~—H ie] NOTES:
— o 1.Contact Material: Phosphor Broze
- H 2.Wire Range:AWG#22—#28 1.50mm(Max)
O < 8 3. Retention force : 1.5kgf MIN,

! 3 4 ™ 4.Q'ty/reel:12000PCS

I + ,

H (@)

S ~ 0.5?.15
ymmy h
n PR Ba
o .
U 0.20
1.80+0.20 S s AR
o CTEF O
o +
O
< i 1.35+0.20
O A
-+ ° Py
o , Ordering Information
SECTION: (A=A) SECTION: (B—B) GRF146 - 01 XX AB
Standard Plating Materials
01=Tin AB=Phosphor Bronze
02=Cold Flash
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