1 2 3 4 5 S / 8 9
L+0.30
M+0.25
1 — {1/ — ’—7@7 — —
[Q\]
| o o
[l = L
T@@@@@M@@@QWTME ® © 9 & © © Qo & O 9
Ny
] L
7/
040 i 1.50£0.15 o
i (5~6Pin) (3~4Pin)
(7~13Pin)
o 0.80 I
0.75 ©
7| - 3 s
S Recommended P.C.B LAYOUT
D ‘ ‘ = H 1.50+0.05
R 3
/] =
j_U_U_U_U_U_UL J/_U_U_U_U_U_[ — $ $ @ $ Q}
2.80+0.25 L
H * No. of Dimension Intormation
Ordermg Information SPECIFICATION N Row . :
_ CURRENT RATING: 1A AC/DC 02 1.50 4.50
G WZB101 XX A801 E X B X VOLTAG RATING: 100V AC/DC 03 3.00 6.00
ﬁ CONTACT RESISTANCE: 20mQ (max) 04 4.50 7.50
. TEMPERATURE RANGE:—25" TO +85' 05 6.00 9.00
gg;lgf Pins per Row St‘;g‘_‘g;‘l‘dpﬁt;f Cgigliack i:ggi‘rd Packing INSULATION RESISTANCE: 500MQ  MIN 06 750 10.50
Selec_:tive pl:ting Selective Packing WITHSTADING VOLTAGE: 500V AC/MINUTE 07 9.00 12.00
01=Tin C-Tube MATERIALS 08 10.50 13.50
05=Gold Flash/Tin INSULATOR: Thermoplastic,UL 94V—0 09 12.00 15.00
22-Fog Tin 100u"/Ni 50u" Nylon 66 or the equivalent material 10 13.50 16.50
CONTACT: BRASS,TIN PLATED T 15.00 18.00
All materials must meet Greenconn 10 16.50 19.50
requirement for environment protection . .
13 18.00 21.00
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