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+
MEQ. 15 Recommended P.C.Board
1.50£0.05 Layout
(Tolerance:+0.05)
( ﬁ ﬁ W ﬁ SPECIFICATION:
U, | T Current Rating: 1A AC/DC
S i R T 2:02 150 Voltage Rating: 100V AC/DC
o Temperature Range: —25°C ~ +85C
I \ \ 8 % Contact Resistance: 20 mQ max
D | D 0 N Insulation Resistance: 500MQ min
L /) /) Withstanding Voltage: 500V AC/minute
7/ 5 i 1 Housing: PAST UL 94V-0
% 0.75 8 @) Terminal: Brass, Tin Plated
_| e = " ) All materials must meet Greenconn
0.70 || 1/ 150 requirement for environment protection.
M
Ordering Information
G WZC101 - XX XX A001 D X B X
L+0.20
0.95 No. of Pins per RoW  Standard Plating  Color  Standard Packing
r | 02~13 02=Gold Flash 1=Black  C=Tube
! I Selective plating 2-¥hite Selective Packing
I @) 01=Tin A=Box
e © & ol lo o j 0 0 05=Gold Flash/Tin N-PE Bag
0 | ‘ N S 22=Matte Tin
—| o | |
o
11+0.20 M
Circuits| Dim.M |Dim.L Dim.L1]| Circuits | Dim.M | Dim.L Dim.L1
6.50+0.25 02 | 150 | 600 | 3.60 09 | 12.00 | 16,50 | 14.10
03 3.00 750 | 5.10 10 13.50 | 18.00 | 15.60
04 4.50 9.00 | 6.60 11 15.00 | 19.50 | 17.10
05 6.00 | 1050 | 8.10 12 16.50 | 21.00 | 18.60
06 7.50 12.00 9.60 13 18.00 22.50 20.10
07 9.00 13.50 11.10
08 10.50 | 15.00 [ 12.60 i
¥ % B {5} GENERAL TOLERANCE | p . DATE: DWG. NO. TITLE.
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UNTT. SCALE. PAGE. XX £ 05 |XX % 0.05 ' SMT TYPE
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