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1.50 Q.30
I B_A _H A A Specifications
Current Rating:3Amp
o Voltage Rating:150V AC DC
il 2 ] ] Insulation Resistance:1000MQMin.
v Dielectric Withstanding Voltage:500VAC
L Contact Resistance:20mQMax.
%_ 0.1 Operating Temperature:—25°C to +85°C
o Materials
€£0.10 < . Contact Material:Phosphor Bronze
- 05P~12P Double Opening Insulator Material: UL 94V—0 PABT
M All materials must meet GREENCONN
t L+0.20 1.50 Q.70 hazardous substances control standards.
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0 g No. of Dimension Information
§ 2 < PIN/ROW[ M L C D
— — 02 1.50 6.75 2.85
0.1 : e R 03 3.00 8.25 4.35
E- 7 9 04 | 450 | 975 | 585
9 4 S 05 600 | 11.25 | 7.35 | 3.00
0 ‘ 06 750 | 12.75 | 885 | 3.00
N I___M 1.25 07 9.00 | 14.25 | 10.35 | 450
08 | 1050 | 15.75 | 11.85 | 6.00
09 12.00 | 17.25 | 13.35 | 7.50
SUGGESTED PCB LAYOUT 10 13.50 | 18.75 | 14.85 9.00
11 15.00 | 2025 | 16.35 | 10.50
12 1650 | 21.75 | 17.85 | 12.00

Ordering Information

GWZD117 — XX XX A 002 B X A X
s B B
No. Of Pins Per Row Standard Plating Color Standard Packing
02~12 01=Tin 1=Black D=T&R
02=Gold Flash
3RD.ANG GENERAL TOLERANCE DESI . DWG. NO. TITLE.
GGreenconn> PROU. X.'+5.0° X.£0.50 DATE: GWZD117-A002BA
Website:www. . X+3.0° X£0.30 : >< :
g obsie g drecreonncom | @ =1 x);'iz 8, T CHECKED: DATE PART NO. 1.50 Pitch Wafer 90" SMT
REV. UNIT. SCALE. PAGE. : : : : ; . _
m ' 11 | x0c1.00 | XXXE APP D: DATE: GWZD117—XXXXA002BXAX
w | 2 | 3 4 | 5 | 6 7 8 9




