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Specifications

Voltage rating: 300VAC

Current rating: 60Amps/way max

Contact resistance: 20mQ(max)

Insulation resistance: 5000MQ/1000V

Withstanding Voltage: 2500VAC(1min) Test time:60sec/1pcs
Mechanical:

Torque:/

Operating temperature:—40'C to+105°C
Materials

Contact Material:Brass

Insulator Material: UL 94V—0 PA66

All materials must meet GREENCONN
hazardous substances control standards.

L 1.2
1.0 1.6 2.0815.08
NX10.16+17.8 . .
(N-1)X10.16 Ordering Information
1016 GXZA124 — XX XX A 001 E X B X

2 e & 3
I (=

O M;ﬁ/ o E E No.of Pini Per Row Stc=ndlgrd Plating g::lglzck gi:gggtr;dnsPacking

[ 6=G
O ¢ D = 7=Blue
G=GCreen
<
P.C.B. LAYOUT
ZRD.ANG GENERAL TOLERANCE DES] DATE: DWG. NO. TITLE.
Greenconn> | ) X450 |  X.£0.50 GXZA124-CAOO1EB
Websitewww. . [ x£3.0 | X0.30 . ><oaE itch10.16mm—seri
E_em:;I:Za“:swog::::sg::.::: @ = i i CHECKED PART NO. Pitch10.16mm—series
BAGE XX'£2.0 XX£0.20
REV. YN | SO 11 | xxc£1.0° | xxxt/ | APEROVED: DATE: GXZA124—XXXXAO01EXBX
| | 3 4 | 5 | 6 7 8 9




