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o o Specifications
g N Current Rating 20 AWG: 3.5Amp/PIN
@-H 3 22 AWG: 3.0Amp/PIN
3 o 24 AWG: 2.0Amp/PIN
~ K“; 26 AWG: 1.0Amp/PIN
Voltage Rating: 250V AC/DC.
Insulation Resistance:1000MQMin.
I Dielectric Withstanding Voltage:650VAC
- I Contact Resistance:30m0OMax.
Operating Temperature:—40°C to +105°C
ol Materials
N N Insulator Material:
3 o Contact:Copper alloy
o ﬂ Housing:Temperature Thermoplastic, UL
g N 94V—-0 PBT or the equivalent material
<+ W All materials must meet Greenconn
Jj — hazardous substances control standards.
1 ] "%": Critical Characteristics.
/

@) 74 | indicates product characteristics,
1.10+0.20 functionalities, and manufacturing processes
2.20+0.20 14.0540.30 91 :(;g?rdisngf E[o <|:__ust;)mer's specifications

©7 * S "¥": Safety Features o

@ | indicates product characteristics,
10 functionalities, and manufacturing processes
o complying to legal regulations stated by
local government
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No. of Pins Standard Plating Wire Length Form Wire Specifications
03 _ THENY 100=0100 B=FEMALE 20=20AWG
R2=52~88u ”N\ 29=29AWG
40~120u Sn 24=24AWG
26=20AWG
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