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(% Specifications
| Current Rating: 1.0Amp/Pin(26&28AWG)
@@@@@ @@@@@E 0.9Amp /Pin(30AWG)
0.7Amp /Pin(32AWG)
@@@@@ @@@@@@ ‘ Voltage Rating: 100V AC/DC.
GC mark Insulation Resistance: 500MQ0 Min.
[z e> ; | Dielectric Withstanding Voltage: 300V AC.
\ Contact Resistance: 30mQ Max.
No. N P=1.00£0.10 No.? Operating Temperature: —35°C to +835°C.
B+0.15 3D VIEW Insulator Material: Thermoplastic, UL 94V-0
C+0.15 PBT or the equivalent material.
All' materials must meet Greenconn
hazardous substances control standards.
+
Cavity NO. No.2 mark 8.50+0.50
=avity NV 5.254+0.15 No.1 mark
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— . Ordering Information
No. of Dimension Information
Contacts(N) [ A B c D H WF28—ECD0O01—-2X XX —AT AD — N
20 11.54 | 9.00 | 12.28 | 12.13 \
30 16.54 | 14.00 | 17.28 | 17.13 No. W%f Tgﬂszope£5ROW Insulator Material/Color SfﬁzggdbOPOCK'mg
40 21.54 | 19.00 | 22.28 | 22.13 /15/20/ AD=PBT/Nature 9
50 26.54 | 24.00 | 27.28 | 27.13
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pecification Code
A4:Adaptation Z26AWG
A5:Adaptation 28/30AWG
A6:Adaptation 32AWG

Standard Plating
07=Gold plating 2" Min.

Contact Material

Standard Packing
AB=Phosphor bronze W=Paper disc

3D VIEW
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©90.63+0.10 SECTION A—A SECTION B-B
| 1 Specifications:
Ordemmg \ﬂfOFmQUOﬂ Current Rating: 1.0Amp/Pin(26&28AWG)
AB  — W 0.9Amp,/Pin(30AWG)

0.7Amp/Pin(32AWG)
Voltage Rating: 100V AC/DC.

Insulation Resistance: 500MQ Min.
Dielectric Withstanding Voltage: 300V AC.
Contact Resistance: 30mQ Max.

Di ion Inf ti : . .
No. DWG NO. P/N CODE X Wire(AWG) imension nformation Operating Temperature: —35°C to +85°C.
A B ¢ D Contact Material: Phosphor bronze.
1 |TWF28—ECDO01—A4—W | TWF28—ECDO0O1—A407AB—W | 1 26 1.65(1.80 | 1.10 | 1.20 Contact Plating: Contact area gold plating.
2 | TWF28—ECD0O01—A5—W| TWF28—ECDO01—A507AB—W | 2 28/30 | 1.55|1.70 [ 1.00 | 1.10 All materials must meet Greenconn
TWF28—ECDO01—A6—W | TWF28—ECDO01—ABO7AB—W | 3 32 1.20 | 1.30 | 0.90 | 1.00 hazardous substances control standards.
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